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1. GENERAL REQUIREMENTS

2. SES REQUIREMENTS

SRP PERSONNEL OF THE DISTRIBUTION DESIGN DEPARTMENT WILL DETERMINE THIS LOCATION.

A. SRP RESERVES THE RIGHT TO DETERMINE THE CUSTOMER’S SERVICE POLE LOCATION AND ONLY AUTHORIZED

B. SRP DISTRIBUTION DESIGN DEPARTMENT SHALL ADVISE OF POLE HEIGHT REQUIREMENTS BASED ON

CONDUCTOR, SPAN LENGTH AND CROSSING AREA.

C. DO NOT MOUNT SERVICE ENTRANCE SECTIONS (SES) OR CUSTOMER ATTACHMENTS ON SRP POLES.

D. THE CUSTOMER’S OVERHEAD POINT OF ATTACHMENT SHALL NOT BE PLACED WITHIN 10 FEET OF AN SRP

POLE OR CLOSEST LINE.

E. THERE MUST BE 36" MINIMUM HORIZONTAL SEPARATION FROM THE SIDE OF ELECTRICAL EQUIPMENT TO THE

NEAREST GAS FACILITY VENT.

F. GROUNDING SHALL COMPLY WITH THE NEC OR AUTHORITY HAVING JURISDICTION.

A. THE HEIGHT TO THE CENTER OF THE METER SHALL BE 5 FEET (4-FT.MIN. - 6’3"MAX.).

B. DO NOT CUT SERVICE NEUTRAL CONDUCTOR IN METER SOCKET AND CURRENT TRANSFORMER ENCLOSURE.

C. THE NEUTRAL CONDUCTOR SHALL EXTEND INTO THE CUSTOMER’S SERVICE EQUIPMENT.

D. NO CONNECTIONS SHALL BE MADE IN THE INSTRUMENT TRANSFORMER BOX TO SUPPLY ANY OTHER METER.

NO MORE THAN ONE LOAD CIRCUIT SHALL LEAVE THE INSTRUMENT TRANSFORMER BOX.

4-1

ALL EQUIPMENT TO BE SECURELY

MOUNTED ON THIS FACE

USING THRU BOLTS, WASHERS AND NUTS

(LAG SCREWS OR NAILS NOT ACCEPTABLE).

THIS AREA RESTRICTED FOR C.T.

METERING ONLY.  NO CUSTOMER

HARDWARE PERMITTED.

IF UNDERGROUND FEED,

SETTING DEPTH 36 .
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3/8" MIN. HARDWARE

THRU UPRIGHT
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1 5/8" DEPTH CHANNEL

1 5/8" DEPTH CHANNEL

(2EA.) 2 1/2" CONDUIT 

CHANNEL CLAMPS

METER HEIGHT (SEE PG. 5-18)

400 AMP PANEL

3/8" MIN. CHANNEL MOUNTING 

HARDWARE

SETTING DEPTH OF POLE

SEE PG. 2-1 & 2-2

TOP VIEW

HUB FOR 2 1/2"

RIGID CONDUIT
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1.    General Requirements

A.     Drawings shown are for illustrative purposes only.

B.     The phase and neutral wires shall be a minimum of #2 AWG or the equivalent.

at maximum operating temperature.

D.     Four wire metering will be required.

C.     The minimum vertical clearance at mid-span above final grade shall be: Phase 25’; Neutral 18’

E.     Point of Delivery (P.O.D.) will be the load side of the SRP primary disconnects.

2.1   Fencing will be required when:

A.    The platform or bottom of the transformers is less than 14 feet above grade.

B.    The platform braces extend to less than 10 feet above grade.

2.2   Fencing shall consist of:

A.    Chain-link fabric a minimum of seven feet in height.

B.    Three strands of barbed wire or the equivalent shall be above the chain-link.

C.    No part of the fence shall be closer than five feet, measured in any direction from any

live parts or any pole.

outside of each side of the fence (lettering shall be a minimum 3/4" block letters - see

sign specification on page 9-2, note 2.12 as appropriate).

E.   Fence shall be effectively grounded as per the NEC.

3.    Customer Responsibilities

4.    SRP Responsibilities

A.    Customer will provide, install, own and maintain all equipment to the P.O.D.

B.    Customer fuse devices may not be "grasshopper" type holders.

C.    Customer is responsible for lightning protection.

D.    Customer protective devices shall be rated for 10,000 amps interrupting.

E.    Phase and neutral wires shall be 10 feet longer than the distance to the SRP pole to allow for

SRP connection.

A.    SRP will provide disconnect switches and dead end insulators at the P.O.D. on an SRP pole.

B.    SRP will make all connections to SRP lines and provide service up to the P.O.D.

8509E276.DGN

D.   At least one "DANGER HIGH VOLTAGE INSIDE" sign shall be permanently attached to the

2.    Fencing Recomendations

F.    Obtain AHJ approval.



RECOMENDATIONS

8. Obtain AHJ approval.

1. A fence shall be installed around the well site when the Customer’s transformer and other

   facilities are not secure from unauthorized access (ANSI C57.12.28, NEC and NESC).

6. Customer must provide and install overcurrent and overvoltage protection for their equipment.

4. SRP will provide and install riser, fuse enclosure (or other source equipment), cable and 

   cable terminations from source to Customer’s transformer. Additional chargers for these

   facilities will apply.


