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MELAMINE INTERIOR OVER
3/4” SUBSTRATE W/
ADJUSTABLE SHELVES AT
CABINETRY INTERIOR

3/4” MDF CLAD IN FINISH AS
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OVERLAY ON CONCEALED 3
HINGES TYPICAL — E

HW AS SPECIFIED

1’_4”

=
=

ELECTRICAL OUTLET BY OTHERS

MICROWAVE
21-3/8" W x 18-1/2"D x
13"H

CONTROLS TO BE 48" A.F.F.
MAX. FOR ADA COMPLIANCE %
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BACK OF NICHE, TYP. COPE T
BLOCKING FOR POWER CORD \
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MIRCROWAVE NICHES ARE
PLASTIC LAMINATE TO °
MATCH CABINETRY

HW AS SPECIFIED, PROVIDE
LOCK WHERE NOTED IN ELEVATION

SEE ELEVATION FOR FINISH.
ALL OTHER EXTERIOR EXPOSED

SURFACES AND EDGES ARE o
PLASTIC LAMINATE OVER
SUBSTRATE °

ADJUSTABLE SHELF

INTERIOR SURFACES TO BE
THERMOFUSE MELAMINE

PLASTIC LAMINATE TG
MATCH CABINETRY,
CAULK, AT FLOOR
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